Additional Locking Mechanism

Pull Action Clamps
With Additional Locking Mechanism

Model No PAV-620-TRIG

Weight 0.150 Kgs —25.70
Holding Capacity X-1.00 kN gsa0 T 1300
Material Steel S o [T

-
3,00 35,00

Finish Zinc Plated
Base Type Flanged Base
Drawing Movement 42.50

U Bolt Part Number M49045

Front Hook Part Number | FH-620324

ZSISO Max |51.00

42.50

Pull Action Clamps
With Additional Locking Mechanism

Model No PAH-46-4000-TRIG 145.00

Weight 0.610 Kgs 17.007 — o—

Holding Capacity X -19.60 kN 25200 | 26:.00 31:00 47.00
Material Steel

Finish Zinc Plated

Base Type Flanged Base

Drawing Movement 54

U Bolt Part Number M814570

Front Hook Part Number | FH-46-4000 3, |
Model No PAH-46-4000-TRIG-SS 2800 o] 38,00
Material Stainless Steel-304 '16‘00} C_ng,_go 7800 !
U Bolt Part Number M814570-SS l—54.00 “’\2;’; 281'_(())?) 179.00

Front Hook Part Number | FH-46-4000-SS

Trigger for Additional
Locking Mechanism

v

Optional U-Bolt Configuration
Use the below number for additional long U-Bolts

U Bolt SS-U Bolt Dimensions
Part Number Part Number U TL T K

PAH-331-TRIG-M25 M511045 M511045-SS | 110 | 45 | M5 | 28
PAH-331-TRIG-M50 M513545 M513545-SS | 135 | 45 | M5 | 28
PAH-341-TRIG-M25 M814052 M814052-SS | 140 | 52 | M8 | 44.5
PAH-341-TRIG-M50 M816552 M816552-SS | 165 | 52 | M8 | 44.5 = +'—§1§—'
PAH-5271-TRIG-M25 | M615555 M615555-SS | 155 | 55 | M6 | 34
PAH-5271-TRIG-M50 | M618055 M618055-SS | 180 | 55 | M6 | 34

Model No.

T

PAH-5442-TRIG-M25 M817070 M817070-SS 170 | 70 | M8 | 47 T
PAH-5442-TRIG-M50 | M819570 M819570-SS | 195 | 70 | M8 | 47 1
PAH-2603-TRIG-M25 | M1219085 | M1219085-SS | 190 | 85 | M12 | 48 | u

PAH-2603-TRIG-M50 M1221585 M1221585-SS 215 85 | M12 | 48
PAH-385-TRIG-M50 | M1221585-55 M1221585-55-SS | 215 85 | M12 | 55
PAH-46-4000-TRIG-M25| M817070 M817070-SS 170 70 M8 70
PAH-46-4000-TRIG-M50, M819570 M819570-SS 195 70 M8 70
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