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Pneumatic Clamps

SSC Series Clamps

Clamping Force/Holding Capacity: Arm Lengths

The construction of the SSC Series Clamps enable 
mounting of Clamping Arms/Adapters onto the clamp.
There are limitations to the length and weight of the arm 
that can be  mounted on the clamp.
Longer the arm lesser the holding/clamping capacity.
Refer the data below to for different capacities at 
different lengths.

10.200 Kgs
SSC-63100-HA 

110°Clamp Bar Opening (± 3°)

Weight
Model No.

63 mm

100 mm

Cylinder Bore

Cylinder Stroke

Cylinder Type
ISO Series Double Acting 
Magnetic Cylinder

G 3/8Port Size

Refer Page No.182 for 
Holding Torque & Clamping Torque.

Model No.

SSC-1640-HA

SSC-2550-HA

SSC-4065-HA

SSC-5065-HA

SSC-63100-HA

5 Nm

20 Nm

50 Nm

120 Nm

190 Nm

Clamping Torque 
at 5 Bar

Maximum Permissible 
Arm Length (mm)

X

125

150

200

250

300

Maximum Permissible
Weight of

Clamping Adapter

0.25 Kgs

0.80 Kgs

1.00 kgs

1.50 Kgs

2.00 Kgs

(Nm)

25 Nm

100 Nm

250 Nm

600 Nm

950 Nm

Holding Torque 

(Nm)

X
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